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Message-

. From: ruman,frantisek@centrum.sk [mailto:ruman,frantisek@centrum.sk] Sent: Monday, April 09, 201812:44
PM
To:ilado@kontura.sk \./

subject: objednávka L, OW 18000"!J

Dobný deň,p. Uher objednáwm elekt.mágnetické cievky SlRAl TYP Z9l3G V230, Hz50 v počte 2 kusy,
odkalolacílentil SlRAl TYP D137V08 vpočte 1 kus. Fakturačné údaje: Vodárenská spoločnosť
Sládkovičow spol, s.r,o. Fučíková 4601254 925 21Sládkovičolo , lČo 36232751 .lČ DpH sK2o2o191657 za
vybarenie ĎnXUlerut Ruman František kon,VSS.

*1 SlRAl - D137.pdf
- 150K

https://nnil.g mgle.corrýmail/t /C/?ui=2&ile0355bcde04&isrer=JoAlr2zsKS8,sk&ú6qpp|§search=inbox&th= 162afd46af25b979&siml= 162aíd4bí25b979 1t1



soLENolD VALVE - DRY
2l2 - NC (Normally closed)

Direct acting - Total isolation

G 1 f,,2

D137

> GENERAL FEATURES
Diíect acting, totaI iso|ation solenoid valve: the acluator is totally

isolated from the fluid so that the wetted parts are just the body and

the bellow plug

Possibility of disassemb|ing íor inspection

Particularly suitab|e for fast drain of tanks

Suitab|e to shut oíf Iiquid and gaseous fluids (veriíy the compatibiltty

oí fruid with materia|s in contact)

> MATER|ALS lN coNTAcT W|TH FLU|D

I3ody

Sea/lng

> coll
Discontinuous duty

E n ca p s u l ation m a te rial

coíl insulation class

Ambient temperature

Eleclic connections

Protection degree

Voltages AC

PPS (PoIyphentlsu|fure)

NBR or FPM or EPDM

zg23c l z9l7G

> TEcHNlcAL FEATUREs

Maximum allowable pressure (PS)

1pening lime

Closing time

Fluid temperature

Max viscosity

0,3 bar

-400ms
-400ms

| -lo,c *so,c 1ruan1

I 
o"c *tso"c {reu;

l 0'C +130'c (EPDM)

5'E (-37 cStokes or mm2/s)

ED 60% with max

DlN46340-3poles
connectors

lP 67 (EN 60529)

24Yl50\z- 110V/50Hz (120V/60Hz) - 230V/50Hz
(+10% -15%)

(other Vo|tages and freqUencies on reqUest)

Porl size
lSo 228

0riíice
slze
(mm)

Difíeíential píes5Ure (bad

KV

m3/h

ser es and Lype PoWeí absorption

sea]ings Notes
Weight

(ks)

^p 
min

^p 
max

Gases LíqUids

ValVe co
Ac (VA)

Dc
(W)

Ac Dc Ac Dc lnrush HOldlng

G1% 36

0 015 . l0,15l

20

D137B08

z923G
Z9l7G

150

NBR

0,980

G2 43 34 1 040

G1% 36 2a

D1 37V08 FPlV

0 980

43 34 1 040

G 1y" 36 20

D]37D08 EPDN'4

0 980

G2 43 34 1 040

> NOTES
- Sealings: NBR = Nitryle-buty|ene elastomer FP|V = Fluoro-carbon elastomer EPD|V = Ethylene-propylene elastomer

The Ap max, indicated in the table, has to be Understood With zero pressure downstream the valve,
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Dl37
> SPARE PARTS

Kit description

clamp kit

Plunger return spring kit

oR kit íor coil

Core kit

Bellow p|Ug

Guide assemb|y

Coil

Consisting of:

I C|amp pos, 3

I Screw pos 2

I Nut pos.4

N" 10 Plunger return springs pos 6

I Upper OR pos, 10

I Lower OR pos, '11

I Core pos,5

I Bellow p|ug slifíener pos 7

P-ť>V

A

I D137808
I otezvoa
I orszooo

Kit P.N.

G3143701

G2237301

G3147 101

2254301R

2252101R
2252103R
2252104R

294079_001 R

l zgzze
l zgrc

Be||oW plug pos.8

Guide assembly pos 9

Coil pos 1

c

9

o

9

a

> |NSTALLAT|ON

- Solenoid valve must be mounted veňica|, with coi| upwards.
- ln case of disassembling for usual maintenance or for coi| rep|acing, the screw (pos.2) has to be tightened at 1,5 Nm torque
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